Bisley

WORKWEAR

EPC6113T | TAPED HI VIS TWO TONE CARGO TROUSERS
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Yellow/Navy  Orange/Navy
r-a"" (TTO04) (TTO5)
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HI-vIs EN 20471 INDUSTRIAL sunproTECTIoN  (HiVis Orange Only)
FEATURES COLOURS STANDARDS
/ Heat applied segmented reflective tape in Yellow/Navy (TT04) / EN IS0 20471:2013+A1:2016 High Visibility Clothing - Test Method and Requirements
double hoop pattern Orange/Navy (TT05) / EN 13758-2 Textiles. Solar UV Protection Properties Classification and Marking of Apparel
/ Curved waistband for comfort and movement SIZES / RIS-3279-TOM ISS 2 High Visibility Clothing - Rail Industry Standard
/- Twoangled side pockets 30-44R / PPE REGULATION (EU) 2016/425
/ TW.O back pa'tch p(l)ckets ) ) 32-468 / EN'IS0 6330:2012 Domestic Washing and Drying Procedures for Textile Testing
/ Com.pocket in walstband lon ot ha.nd side FABRIC /180 3758:2012 Care Labelling Code Using Symbols
; g:rb”e phone p.ocket on fight hand side 65% Polvester 35% Cotton Twil / 1S0 14184-1 Textiles - Determination of Formaldehyde - Part 1: Free and Hydrolized
% pocket with touch tape flap closure on g ' Formaldeyhe (Water Extraction Method)
left hand side 245gsm
/ Seven reinforced belt loops
/ YKK zipper
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